Power Supply 640 mA

**Technical features:**
- Wide range input 100 – 240 VAC / 50–60 Hz
- Integrated KNX choke
- Integrated KNX reset function for choked output
- Short circuit protection
- Status LEDs for Power, Overload and Reset

**CHARACTERISTICS**

<table>
<thead>
<tr>
<th>Characteristic</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Supply voltage</td>
<td>100–240 V AC / 50/60 Hz</td>
</tr>
<tr>
<td>Output voltage</td>
<td>30 V DC (28–31 V DC according to KNX specification)</td>
</tr>
<tr>
<td>Output voltage not choked</td>
<td>30 V DC</td>
</tr>
<tr>
<td>Nominal current</td>
<td>640 mA</td>
</tr>
<tr>
<td>Terminals</td>
<td>Screw terminal max. 2,5 mm² cross section</td>
</tr>
<tr>
<td></td>
<td>KNX bus terminal/auxiliary voltage terminal max. 0,6 – 0,8 mm</td>
</tr>
<tr>
<td>Ambient temperature</td>
<td>–5°C to +50°C</td>
</tr>
<tr>
<td>Protection class</td>
<td>IP 20</td>
</tr>
<tr>
<td>Mounting</td>
<td>DIN rail</td>
</tr>
<tr>
<td>Dimensions</td>
<td>6 modules 107 x 91 x 62 mm (w x h x d)</td>
</tr>
<tr>
<td>Conformity</td>
<td><a href="http://www.somfy.com/ce">www.somfy.com/ce</a></td>
</tr>
</tbody>
</table>

© 2013, SOMFY SAS. ALL RIGHTS RESERVED. REF. 5116537A – 2013/09/30